
Hardwood Flooring Company

HARDWOOD FLOORING INSTALLATION INSTRUCTIONS

Thank you for choosing Pacific Blue Hardwood Flooring!  Included with every box of Pacific Blue Hardwood Flooring
is an important warning leaflet.  Please sure to read the leaflet before installing the wood flooring. The following is an
abbreviated version of the installation instructions.  Please note that these instructions are meant for experienced hardwood
flooring installers.  For more detailed information on the basics of installing hardwood flooring, please contact the National
Wood Flooring Association (NWFA) at (800) 422-4556 or on the web at nwfa.org .
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The relative humidity level in your home must be maintained between 40%-60% throughout the year. Where conditions in
the home have high and low humidity levels, Pacific Blue Hardwood Flooring is much more dimensionally stable in comparison
to 3/4” solid hardwood flooring. SPECIAL NOTE: Although Pacific Blue Hardwood Flooring is much more stable than solid
3/4” flooring, it will still react to changes in relative humidity according to season.

Moisture, or lack of it, is wood’s worst enemy. If relative humidity is below 40% for a prolonged period of time, the floor will
contract causing the surface of the board to cup. This “dry cupping” is considered normal when relative humidity is too low.
The floor should return to its normal state once the relative humidity is back to normal (40-60%). These variations can be
minimized with proper ventilation, dehumidifying or heating. You may need to improve your humidification and/or dehumidification
system in order to maintain the required 40-60% humidity levels. You can check humidity levels by using a hygrometer,
available from most authorized Pacific Blue Hardwood Flooring dealers.

Always check the moisture content of the sub-floor. The subfloor should not exceed 12% and must be within 4% of the
moisture content of the wood being installed. If the moisture content of the sub-floor is too high, delay installation. Increasing
ventilation and turning up the heating system will assist in drying out the sub-floor. The concrete sub-floor must be dry and
should be at least 60 days old before installing Pacific Blue Hardwood Flooring.

The installer and/or owner will take full responsibility for moisture testing to ensure that the wood subfloor and the concrete
slab (when applicable) are within acceptable moisture tolerance levels.

Preparation of Plywood Sub-Floor
Pacific Blue Hardwood Flooring recommends that all engineered floors be installed with a minimum of 5/8” A.P.A. approved,
C.S.P/D.F.P. stamped plywood, or 3/4” OSB with underlay grade PS2-92 rated. Consult your Authorized Pacific Blue
Hardwood Flooring Dealer for recommendations on your specific sub-floor application. Any failure of Pacific Blue Hardwood
Flooring relating to improper sub-floors, or sub-floor preparation is not the responsibility of Pacific Blue Hardwood and will
not be covered under warranty. Be sure to sweep and vacuum sub-floors. Ensure that old carpets, oils, foreign particles,
protruding staples, carpet glues, etc., are removed. For wood sub-floors, make sure they are level, clean, dry and securely
fastened. Repair and/or replace any section that is rotted or damaged.

Pacific Blue Hardwood Flooring can be installed below grade, on grade, or above grade. This flooring can also be glued
down, floated or stapled down.

JOB SITE INSPECTION
Pacific Blue Hardwood Flooring should be one of the last items installed

when renovating your home or condo. For new construction, the heating

system must be operating for at least one week (7 days) at normal

residential temperatures (approx. 70ºF / 21ºC) prior to installation.



Basic Tools and Accessories
• Rubber Mallet
• 3M Blue Tape
• Broom
• Chalk Line
• Pencil
• Tape Measure
• Table Saw or Band Saw
• Jamb Saw or Hand Saw
• Hammer
• Calcium Chloride Test (may be required for measuring moisture in cement slab)
• Leading brand of hardwood floor cleaner
• Quality moisture meter with appropriate settings for exotic wood flooring

Additional Tools for Staple-Down Installation
• Drill with 1/16” Drill Bit
• 4d-6d Flooring Staples
• Nail Set
• Leading Flooring Stapler (Stanley Bostitch, HighPro, Bosch, Portanail, Spotnail, Powernailer)
• Moisture Barrier (minimum 6 mil polyethylene film)

Additional Tools for Glue-Down Installation
• Moisture Sealants

The following are sealer and glue systems that offer a warranty from their manufacturers for sub-floor moisture intrusion.
Pacific Blue highly recommends the use of these products when gluing down to concrete slabs where moisture testing indicates
moisture levels and emissions above recommended levels.

- Franklin Titebond 531 Epoxy Moisture Control System - Used to seal the sub-floor along with the use of a Franklin Moisture
Cured Urethane Adhesive. See website for details.

- Bostik MVP (Moisture Vapor Protection) – Used to seal the sub-floor along with the use of a Bostik Moisture Cured Urethane
Adhesive. See website for details.

- Sika Primer – Used to seal the sub-floor along with the use of Sika T55 Adhesive. See website for details.
- Dri Tac MCS 7000 Concrete Moisture Control – Used to seal the sub-floor along with the use of a Dri Tac 7600 Moisture Cured

Urethane Adhesive. See website for details.

There are many leading brand concrete and glue systems that offer moisture vapor protection and warranties. Always check
with the manufacturer of the sealer system to investigate what protection and warranties are offered. All moisture warranties
come directly from the sealer manufacturer and not from Pacific Blue Hardwood Flooring.

• Approved Urethane-based Adhesives
The following adhesives provide a “bond warranty only” and do not necessarily provide a warranty against moisture.

- Franklin 811, Franklin 811 Plus
- Bostik’s Best, Bostik Fast Tack, Bostik’s BST Urethane
- DriTac 7600
- Sika Bond T55

• Trowel
Always use the correct trowel as suggested by the adhesive manufacturer.

• Urethane Adhesive Cleaner
Many leading adhesive manufacturers make their own adhesive cleaners. Please use the cleaner recommended by the
adhesive manufacturer.

• 3M Blue Tape

Additional Tools for Floating Installation
• Pull Tool or Crowbar
• Floating foam pad with built-in moisture barrier
• Tapping block
• 3M Blue Tape
• Glue – Franklin Titebond II or equivalent PVA-2 floating floor (poly vinyl acetate) adhesive

TOOLS AND ACCESSORIES REQUIRED FOR INSTALLATION
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GLUE DOWN – STEP BY STEP INSTRUCTIONS

BASEMENT
1ST FLOOR
2ND FLOOR
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Step  #1  –  Mark  your  Starting  Line
Pacific  Blue  Hardwood  Flooring  recommends  that  your  flooring  be  installed  parallel  to  the  longest,
 straightest  wall  in  the  room.  Establish  a  starting  point  by  leaving  a  minimum  1/2”  expansion  gap
 around  all  vertical  obstructions  (walls,  kitchen  islands,  doorways,  etc).  Measure this  distance  out
from  the  starting  wall  in  at  least  2  places  along  that  wall  as  close  to  the  opposite  corners  of
that  starting  wall  as  possible.  Mark  these  points  and  snap  a  working  chalk line  parallel  to  the
starting  wall  allowing  the  required  expansion  space  between  the  starting  wall  and  the  edge  of
the  first  row  of  flooring.  This  will  eliminate  any  ripping  of  material  at  the  end  of  the  job  for  the
last  row.  To  maintain  the  required  expansion  gap  throughout  the  installation,  use  1/2”  spacers
(cut  from  pieces  of  flooring)  between  the  floor  boards  and  walls or  vertical  objects.  Your  first  row
 of  starter  boards  will  butt  against  these  pieces,  so  make  sure  that  the  strips  are  in  line  with
the  chalk  line  because  this  will  determine  how  straight  your  floor  will  be.

Step  #2  –  Spread  the  Adhesive
NOTE:  Pacific  Hardwood  Flooring  will  only  guarantee  installation  when  a  moisture-cured  urethane
is  used.  Do  not  use  latex  or  water  based  glues.  Apply  the  recommended  adhesive  with a  trowel
 according  to  the  manufacturer’s  installation  instructions  (found  on  adhesive  pail)  for  the specific
adhesive  that  is  being  used.  SPECIAL  NOTE:  Open  time  on  the  pail  of  adhesive  vary from
manufacturer  to  manufacturer  so  read  instructions  carefully  before  starting.  Opening  time  can  also
 be  affected  greatly  depending  on  the  temperature  and  humidity.  The  trowel  should  be  held  at
approximately  a  45  degree  angle  to  the  floor  when  spreading  the  adhesive. This  will  give  you
the  recommended  spread  rate  as  quoted  by  the  adhesive  manufacturer.  Only  spread  adhesive
over  an  area  that  can  be  covered  in  less  than  1  1/2  hours,  otherwise  the  adhesive  may  become
 dry  and  lose  its  ability  to  bond.

Step  #3  –  Install  the  Flooring
You  should  inspect  each  piece  of  Pacific  Blue  Hardwood  Flooring  before  installation.  Boards  that
 you  may  not  like  the  look  of,  or  with  a  flaw  that  you  think  will  affect  the  look  of  the  floor  should
 be  used  as  the  cut  pieces  for  your  start  and/or  end  pieces.  You  may  also  choose to  put  these
pieces  in  less  conspicuous  areas  such  as  in  closets  or  under  couches,  etc.  Start your  first  piece
 with  the  tongue  facing  the  area  that  will  be  completed  last.  Line  up  the  tongue of  the  boards
against  the  holding  pieces  and  then  press  the  board  into  the  adhesive.  Working from  left  to  right,
 lay  the  next  board  and  continue  working  towards  the  right  until  you  reach  the  wall  and  require
a  cut  piece.  Choose  one  of  the  pieces  set  aside  for  cutting  and  cut  the desired  length.  NOTE:
If  you  are  cutting  a  piece  that  has  not  been  set  aside  for  cutting,  make sure  it  is  long  enough
to  yield  your  next  rows  starting  piece.  Leave  1/2”  (13mm)  between  the  wall  and  the  end  of  each
 strip  in  each  row.  Start  the  second row  with  a  strip  of  at  least 6”  (150mm)  longer  or  shorter
than  the  strip  used  in  the  first  row. This  will  eliminate  unsightly  “step-like”  effects.  The  remainder
 of  the  floor  should  follow  this  rule  to  insure  an  aesthetically pleasing  floor.  Minimize  glue  from
getting  into  the  tongue  or  groove,  otherwise  the  strips  of  the  flooring  may  not  fit  tightly.  If  glue
gets  on  the  finished  side  of  the  flooring  strips,  clean  immediately  with  appropriate  cleaning  products
 -  see  your  Authorized  Pacific  Blue  Dealer.  Pacific Blue  Hardwood  Flooring  pieces  may  require
slight  tapping  in  order  to  ensure  a  tight  fit.  You  may  also  use  3M’s  blue  tape  (if  required),  to
hold  pieces  together  until  glue  bond  has  developed.

Step  #4  –  Installation  of  Accessories  &  Cleaning
After  the  floor  has  dried,  you  may  install  the  quarter  rounds.  Make  sure  that  the  nails  penetrate
the  wall  and  not  the  floor.

NOTE:  Always  keep  left  over  flooring  pieces  for  future  use.  Flooring may  become  damaged  over
time  and  require  replacing  certain  pieces.  It’s  a  good  idea  to  have product  from  the  same  production
dates  put  aside. Use  a  vacuum  to  pick  up  any  dust  and  loose  fibers.  Then  clean  the  entire  floor
using  an  approved  hardwood  flooring  cleaning  kit  available  at  your  Authorized  Pacific  Blue  Hardwood
Flooring  Dealer.

IMPORTANT:
As  the  work  proceeds,  take  care  to  leave  the  expansion  gap  along  the  walls  and  around  any
obstacle  (pipe  work,  foot  of  stairs,  post,  fireplace  etc.).

For  glue  down  application,  the  floor  must  be  free  of  wax,  oil,  paint,
adhesives,  sealers,  curing  agents  or  any  debris.  Ensure  surface  is
level  by  using  leveling  compound  as  recommended  by  the  compound
manufacturer.  Also  ensure  the  product  is  cured  and  dried  prior  to
installation.

Correct Alignment

45˚-90˚

Adhesive should be spread evenly
and not too far ahead of job.

chalk line groove side

work area - adhesive



Step #1 – Laying the Under Pad
Roll out a flexible acoustic cork or foam insulation underlayment material (see your Authorized
Pacific Blue Dealer) onto the sub-floor. Make sure that the underlayment is butted edge to
edge, joining the lengths at the edges with a clear adhesive tape, and leaving a gap approx
1/4” (6mm) around the edges of the room butting up against the wall. If the underlayment
selected is not effective against dampness rising from the sub-floor, put down a layer of 6mil
polythene sheeting first. Your Authorized Pacific Blue Dealer should provide a minimum 4mm
foam or rubber underlayment that has an approved moisture barrier backing. The shiny
(moisture barrier side) should be facing down against the sub-floor.

Step #2 – Laying the Wood Floor
Using the longest pieces available, lay the first row against the longest and straightest wall.
Carefully apply glue to the upper edge of the tongues along the whole length of the piece,
using recommended floor adhesive (available at your Authorized Pacific Blue Dealer). Lay the
first piece with the grooved edge against the wall. If the wall is not square, use wedges/shims
between the flooring strips and the wall to achieve the desired 1/2” (13mm) expansion gap.
Start the second row with a strip of at least 6” (150mm) longer or shorter than the strip used
in the first row. This will eliminate unsightly “step-like” effects. The remainder of the floor should
follow this rule to insure an aesthetically pleasing floor. Clean any glue that gets on the finished
side of the flooring before the glue dries. Pacific Blue Hardwood Flooring pieces may require
slight tapping in order to insure a tight fit. You may use 3M’s blue tape, if required, to hold
pieces together until glue bond has fully developed. You may need to rip flooring strips for the
last row down to the required width, not forgetting to allow for expansion. Use a crowbar, if
necessary, to insure tight fitting boards and use shims to hold in place until glue has dried.
Remove the wedges and shims 24 hours after laying the flooring.

Step #3 – Installation of Accessories & Cleaning
After the floor has dried, you may install the quarter rounds. Make sure that the nails penetrate
the wall and not the floor.

NOTE: Always keep left over pieces of flooring for future use. Flooring may become damaged
over time and might require replacing certain pieces. It’s a good idea to have product from
the same production dates put aside. Use a vacuum to pick up any dust and loose fibers.
Then clean the entire floor using an approved hardwood flooring cleaning kit available at your
Authorized Pacific Blue Hardwood Flooring Dealer.

IMPORTANT:
As the work proceeds, take care to leave the expansion gap along the walls and around any
obstacle (pipe work, foot of stairs, post, fireplace etc.).

FLOATING APPLICATION – STEP BY STEP INSTRUCTIONS

Sweep  and  vacuum  the  sub-floor  before  laying  any  material.
Make  sure  that  any  high  points  in  the  subfloor  are  removed,
cleaned  and  sanded. *When  installing  over  a  wood  sub-floor,
you  should  install  your  flooring  perpendicular  to  the  joist  to
avoid  any  sinking  between  the  floor  joists.

BASEMENT
1ST FLOOR
2ND FLOOR
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Correct Alignment

Underlayment will install
parallel to longest wall

Pre-measured overlap

Underlayment



STAPLE-DOWN APPLICATION – STEP BY STEP INSTRUCTIONS

Special Note For All Staple-Down Applications:  It is important
to use a leading brand flooring stapler with an adjustable heads
for 9/16” flooring.  Acceptable models include those from Stanley-
Bostitch, HighPro, Bosch, Portanail, Spotnail and Pneumatic
Powernailer.   Be sure to consult your Authorized Pacific Blue
Dealer for the appropriate stapling equipment.

BASEMENT
1ST FLOOR
2ND FLOOR

PacificBlueFlooring.com

Step #1 – Mark Your Starting Line
Pacific Blue Hardwood Flooring recommends that your flooring be installed parallel to the longest,
straightest wall in the room.  Establish a starting point by leaving a minimum 1/2” expansion gap
around all vertical obstructions (walls, kitchen islands, doorways, etc).  Measure this distance out
from the starting wall in at least 2 places along that wall as close to the opposite corners of that
starting wall as possible.  Mark these points and snap a working chalk line parallel to the starting
wall allowing the required expansion space between the starting wall and the edge of the first row
of flooring.  This will eliminate any ripping of material at the end of the job for the last row.  To
maintain the required expansion gap throughout the installation, use 1/2” spacers (cut from pieces
of flooring) between the floor boards and walls or vertical objects.  Your first row of starter boards
will butt against these pieces, so make sure that the strips are in line with the chalk line because
this will determine how straight your floor will be.

Step #2 – Install the Flooring
NOTE: Although Pacific Blue Hardwood Flooring takes every precaution to ensure that each and
every piece of flooring is graded and shipped to industry standards, we suggest you inspect each
piece before installation.  Boards that you may not like the look of, or contain a mark that you
think will affect the look of the floor should be used as cut pieces for your start/end pieces. You
may also use these pieces in less conspicuous areas such as in closets or under couches, etc.

Face-nail the first row of strips with the grooved side facing the wall.  Put the nails as close to the
wall as possible, this way the quarter round will cover the nail heads.  Then manually nail at 45
degrees on the tongue the next two rows or until there is enough room to use the staple gun.
These first couple of rows often must be nailed down by hand rather than with a hardwood staple
machine because of the vertical wall obstruction. When clearance allows the use of the hardwood
staple gun, you may start using this gun.  Fasteners should be spaced at a  minimum 4” (100mm)
from both ends of the boards, and spaced 4-6” (100-150mm) apart across the middle of each
board.  Measure and cut the strip to the required length to finish the first row.  The remaining
section should be used to start the second row, in order to minimize cut waste.  The flooring piece
selection for completing the first row must be long enough to yield a remaining section of adequate
length.  Leave 1/2” (13mm) between the wall and the end of each strip in each row.  The subsequent
rows must be installed in the same manner.  Don’t be afraid to waste a few strips in order to adjust
and test the staple machine.  When you reach the last few rows, you may not be able to complete
these rows with the staple gun, again due to vertical obstructions. Toe nail, face nail, or glue the
last remaining rows.

NOTE: You may have to rip the last strips along the wall in order for them to fit properly.  Don’t
forget to leave 1/2” (13mm) minimum space for expansion.  Finally, install the transition pieces,
or quarter round moldings.  Following the initial installation, vacuum thoroughly and clean the floor
with the approved Hardwood Floor Cleaner.  Attention to detail during manufacturing on the part
of Pacific Blue Hardwood Flooring ensures exceptional QUALITY in the finished product.  However,
the longevity of hardwood floors is directly related to proper installation and lifetime commitment
to appropriate care and maintenance.

Correct Alignment

Wood Plank

Too Low Too High Correct

3 – 4  (15–20 cm)



LIFETIME STRUCTURAL WARRANTY
Pacific Blue Hardwood Flooring puts every piece of flooring through a strict quality control measure.  Pacific
Blue Hardwood Flooring warrants their flooring, to the original purchaser, in the original manufactured/purchased
condition, to be free from milling defects, delamination and for the lifetime of the floor. Any damage due to
improper transportation, storage, handling, installation, or any other cause, is not covered by this warranty.
As per industry standards, Pacific Blue Hardwood Flooring reserves the right for a 5% defect allowance, which
is not covered under this warranty.

FINISH WARRANTY
Subject to the Warranty Exclusions set out below, Pacific Blue Hardwood Flooring warrants to the original
purchaser that, under normal residential conditions, the finish wear layer of Pacific Blue Hardwood Flooring
and prefinished flooring in the original manufactured/purchased condition will not wear through or peel from
the wood for a period of twenty five (25) years from the date of purchase by the original purchaser.  Regular
maintenance as specified by Pacific Blue Hardwood Flooring must be followed in order to validate this warranty.
 The sole remedy pursuant to this warranty is available to the original purchaser only and shall be limited to
the repair, refinishing or replacement of the defective Pacific Blue products only.  If the product cannot be
repaired, refinished or replaced after a reasonable number of attempts, Pacific Blue Hardwood Flooring will,
upon request, refund the original purchase price of the defective floor on a pro rata basis.  Any attempt to
repair, refinish or replace the defective product prior to inspection by Pacific Blue Hardwood Flooring will
invalidate this warranty.

WARRANTY EXCLUSION
Pacific Blue Hardwood Flooring warranties do not extend to cover scratches, dents or any noticeable markings
caused by improper handling, installation, water damage, flooding, fire, furniture, shoes of all types, pets or
insects.  Furthermore, Pacific Blue Hardwood Flooring will not warranty any product that is faulty from installation,
neglect, environmental extremes or improper storage of product.  The sub-floor is the responsibility of the
installer. Failure of Pacific Blue Flooring relating to the sub-floor, in any manner, is not the responsibility of
Pacific Blue Hardwood Flooring and is not covered under the warranty.  The use of tape on the surface of
Pacific Blue Hardwood Flooring will void the warranty (unless specifically specified by Pacific Blue Hardwood
Flooring for installation).  Any defects in the finish wear surface must be easily noticeable and cover at least
15% of the total floor area for a claim to be considered. Any variation or reduction in gloss level will not be
considered under this warranty. Small cracks that develop from improper moisture control, flooding or excessive
drying, will not be covered under this warranty.  Hardwood flooring is made from natural products which have
cells running parallel with the grain, therefore, all wood floors will expand and contract with the change of
seasons.  This CUPPING effect, expanding and contracting, is not covered under this warranty.  It is recommended
that you maintain a relative humidity of 40-60% in your home by using a humidifier and/or dehumidifier to
minimize movement of your hardwood floor. Color variations are a natural occurrence in flooring due to age,
species and exposure to ultraviolet sunlight.  For this reason, you may encounter mild color variations from
board to board, or when replacing damaged boards with new product.  Also, normal sunlight will cause
fading/darkening, depending on the species of your floor.  Area rugs should be moved occasionally as they
block sunlight and may give the appearance the floor is discoloring under the rug; this discoloring is not covered
under warranty.

T-Moldings: Used to create a transition between floor coverings of similar heights or to cover an
expansion gap.

Stair Nosing: Used in conjunction with flooring installed on steps or provide a finished edge.
Secure by gluing and nailing/ screwing down into place. Predrill holes to avoid splitting.

Reducer Strips: Used to transition floor coverings of differing heights such as wood flooring to
vinyl, tile or carpet.  Can also be used to border a fireplace.

Thresholds: Used to transition floor coverings or to create a break between floor coverings – wood
to carpet, can be used as a trim molding around fireplaces or sliding glass doors.

Quarter Round Moldings: Used to cover the expansion space between the Wall Base and your
hardwood floor. You can also use them to make smooth transitions between the floor and cabinetry.

TRANSITION AND WALL MOULDINGS

THE PACIFIC BLUE FLOORING WARRANTY
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For help or questions regarding installation, claims or warranties please contact
Global Flooring Solutions at  (888) 777-7150  or visit our website at www.PacificBlueFlooring.com


